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Lamp Configuration Sheet –Rapido Lamp
DatabaseID=57322A2320202E522F5B5C20|ContactID=5436312120202C5426555B20|
	Name:
	
	Phone:
	

	Company:
	
	Fax:
	

	Address:
	
	Email:
	

	City, State, Country, Zip
	
	Date:
	


Refer to page 2 for dimensional drawings of lamps and end seal configurations

	Wattage
	
	Dim 1 (Heated Length)
	

	Voltage
	
	Dim 2 (Overall Length)
	

	End Configuration (Note letter)

G – Ceramic w/insulated lead

H – Steel end seal w/lead

M – Button contact (no lead)

N – Ceramic w/insulated lead 
	
	Dim 3 (Lead Length)
	

	Quantity of Lamps Needed
	
	Estimated Annual Usage
	

	Add notes here: Type Here
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Rapido Dimensions (Type M):








Dim 2 (Overall Length)





Dim 1


(Heated Length - measured to ends of coil)





Rapido Dimensions (Type N):




















Dim 3


(Lead Length)





Dim 2 (Overall Length)





Dim 1


(Heated Length - measured to ends of coil)





Rapido Dimensions (Type H/G):


Note units


(i.e., inches, mm)





Dim 3


(Lead Length)





Dim 2 (Overall Length)





Dim 1


(Heated Length - measured to ends of coil)
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